20020815.ba v03_n381.bam.20020815 


>From ???@??? Thu Aug 15 10:33:19 2002 -0500 

Message-Id: <200208151533.s7FFX8Bk020445@sco.theporch. com> 
Date: Thu, 15 Aug 2002 10:32:45 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3381 


BOATANCHORS Digest 3381 
Topics covered in this issue include: 


1) Re: Lesson on Meters 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
2) Re: Lesson on Meters 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
3) Re: Lesson on Meters 
by jackiv@juno.com 
4) Re: Lesson on Meters 
by "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
5) Re: [Collins] REF: FS R-390 non A GREEN GEAR 
by Dan <hankarn@pacbell.net> 
6) Trade nos Stancor A-3894 125W Mod xfmr 
by Bob Login <jlogin@mindspring.com> 
7) Mystery set 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
8) DB9 to RI45 Adapter 
by "Richard W. Solomon" <wiksz@tiac.net> 
9) Electric Radio Needed 
by "Gary Harmon" <gharmon@idworld.net> 
10) KPH OTA 17 August 
by "Richard Dillman" <ddillman@igc.org> 
11) Re: DB9 to RIJ45 Adapter 
by "F. J. Townsend, III" <ftownsen@iamdigex.net> 
12) Wanted: TM 11-817A 
by David Stinson <arc5@ix.netcom.com> 
13) Bakelite and Perspex-or-Plexiglas polish 
by "Paul Nelson" <drhydro@qwest.net> 
14) HOT 
by "Rhett T. George" <rtg@ee.duke.edu> 
15) Boat Anchor Rotor 
by David Jordan <wa3gin@erols.com> 
16) RE: Bakelite and Perspex-or-Plexiglas polish 
by "Lenox Carruth" <radios@sbcglobal.net> 
17) Re: Bakelite and Perspex-or-Plexiglas polish 
by "Dan Martin" <dmartin@visuallink.com> 
18) Re: Bakelite and Perspex-or-Plexiglas polish 


by Arden Allen <gumbear@pacbell.net> 
19) Need SX28 part 
by "Herendeen Robert (VICI)" <Robert.Herendeen@vishay.com> 
20) Tubes available 
by RAY <w2kbr@toad.net> 
21) FS: HRO inner dial 
by "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 
22) SBE 
by "Gary Franklin" <franklin6209@chartermi.net> 
23) SP-200 info, parts wtd 
by scb@hiwaay.net 
24) Re: SP-200 info, parts wtd 
by Josh Rovero <provero@myeastern.com> 
25) Re: SP-200 info, parts wtd 
by Joe LeKostaj <jm_lekostaj@attglobal.net> 


Message-Id: <5.1.0.14.0.20020807124043 .04471118€@vuse. vanderbilt .edu> 
Date: Wed, 07 Aug 2002 12:43:09 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt. edu> 

Subject: Re: Lesson on Meters 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 12:31 PM 8/7/2002 -0400, you wrote: 
>OK Brian, but what about the ohms scale? Its definitely non- 
>linear. 


Most D'Asonval movements are fairly linear with current. The ohms scale is 
an inverse current scale--for a fixed voltage (the battery), the resistance 
is inversely proportional to the current. You are directly measuring 
current, and the scale converts it to Ohms. 


A. B. Bonds 


Date: Wed, 07 Aug 2002 11:35:33 -0700 (MST) 

From: Richard Loken <richardlo@devax.admin.athabascau.ca> 

Subject: Re: Lesson on Meters 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Message-id: 
<Pine.PMDF.3.95.1020807113140 .541129965E -100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 

Content-type: TEXT/PLAIN; charset=US-ASCII 


On Wed, 7 Aug 2002 jackiv@juno.com wrote: 


More on "meter" linearity- 

H-P used an automated meter scale printer for meters used in many of the 
4xx series devices. If you look at many of the vtvms and others in the 
line a careful examination will show uneven scale graduations. An 


VVV WV 


> > Sorry, this is typical of a D'arsonval meter movement 


> > *kxk*x*xxkxSOTTy Russ,this statement is simply not correct.A D'arsonval 
> > movement is a moving coil type of meter.These movements have 


AVO in Britain used to individually hand calibrate each meter used in their 
model 8 multimeter as well so a moving coil meter may be linear but its not 
perfectly linear. 


This makes it hard to mix and match meter movement parts. 
Richard Loken VE6BSV, Systems Programmer - VMS 
Athabasca University 
Athabasca, Alberta Canada 
xx richardlo@admin.athabascau.ca xx 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Wed, 7 Aug 2002 14:17:20 -0500 

Subject: Re: Lesson on Meters 

Message-ID: <20020807.141720.2492.1.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


What I am trying to say is that each movement had a scale which 
matched the movement. 
It was almost as if it had been hand calibrated, the scale to the 
movement, the scale would not 
be accurate with another movement so, if you look at the dc scale you may 
or will find small 
variations of the spacing. 
No this has nothing to do with the ohms scale.-=-= capice? sp jack 


On Wed, O07 Aug 2002 11:35:33 -0700 (MST) Richard Loken 
<richardlo@devax.admin.athabascau.ca> writes: 

> On Wed, 7 Aug 2002 jackiv@juno.com wrote: 

> 

> > More on "meter" linearity- 


> H-P used an automated meter scale printer for meters used in many 
of the 

> 4xx series devices. If you look at many of the vtvms and others in 
the 

> line a careful examination will show uneven scale graduations. 

An 


> > Sorry, this is typical of a D'arsonval meter movement 


> > *kxkx*xxxSOTTy Russ,this statement is simply not correct.A 
D'arsonval 
> > movement is a moving coil type of meter.These movements have 


AVO in Britain used to individually hand calibrate each meter used 
in their 

model 8 multimeter as well so a moving coil meter may be linear but 
its not 

perfectly linear. 


This makes it hard to mix and match meter movement parts. 


Richard Loken VE6BSV, Systems Programmer - VMS 
Athabasca University 

Athabasca, Alberta Canada 

xx richardlo@admin.athabascau.ca xx 


VVVVV VV VV VV VV VV VV VV VV VV VV VV 


Message-ID: <0Q00701c23e76$d506c950$890f8490@server> 
From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Lesson on Meters 
Date: Thu, 8 Aug 2002 10:59:06 +1000 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


oe Original Message ----- 

From: "russ dworakowski 

OK Brian, but what about the ohms scale? Its definitely non- 
linear. 


xxkk*k**KRUSS, When a moving coil meter is used in an Ohmeter circuit the 
resistance of the meter coil and associated swamping resistances etc. if 


fitted,must be taken into account.This will cause non linear scale 
readings.Have a look at the ARRL handbook under Ohmmeters,there is a wealth 
of information there. 

Brian Goldsmith. 


Date: Thu, 08 Aug 2002 09:23:30 -0700 

From: Dan <hankarn@pacbell.net> 

Subject: Re: [Collins] REF: FS R-390 non A GREEN GEAR 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3D529B02.A5E5EE76@pacbell.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


Well the Green gear deal is a little short in total required orders. I 
am going to order them and the extras will have to go to the bay joint. 
I would prefer USPS MO or good personal check for those that have not 
paid. Pay pal is taking just under $2.00 to use them. 


Any orders after today will be firm $45.00 plus $2.00 S&H. 


Please remit the money ASAP, like yesterday. Hi 
My address is: 

Dan Arney 

c/o Global Pack & Mail 

21315 Saticoy St. Unit R 

Canoga Park, CA 91304-5685 


ox KN6DI CBA. 
Thanks es any additional add on orders appreciated. Have to order 50 and 
have 33 including mine confirmed. 


Message-Id: <5.0.2.1.0.20020809190424 . 0O0abeeOOGpop.mindspring.com> 
Date: Fri, 09 Aug 2002 19:05:31 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bob Login <jlogin@mindspring.com> 

Subject: Trade nos Stancor A-3894 125W Mod xfmr 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi, Possibly someone out there needs this new in the box modulation xfmr? 
It will match from 2000-20,000 ohms in both primary and secondary with max 


audio power at 

125 watts ... 225Ma on both primary & secondary. Never used in original box. 
I built a new rig pair of 4-400a's modulated by triode connected 813's. The 
plate power xfmr a very old 

Thordason 6000vct shorted out. I'm looking for a replacement that will be 
able to go 3000-3500 at 500Ma. 

So a 1500v at 1 amp in a doubler would work as will 2500-3000v at 500Ma or 
6000vct at 500Ma..... what do you have? 

Used ok....73 Bob, AA8A 


Date: Sat, 10 Aug 2002 12:20:48 -0400 (EDT) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200208101620.MAA07281@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Mystery set 


Check 
http://qsl.asti.com/CX -> rogues gallery -> aa4rm 


For a different sort of ham-ish web disclosure. Listen to 
the qso for answers. 


From: "Richard W. Solomon" <wiksz@tiac.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: DB9 to RJ45 Adapter 
Date: Sun, 11 Aug 2002 14:24:46 -0400 
Message-ID: <LOBBJFMMJJCIMDIAGBILIENEHEAA.wiksz@tiac.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Does anyone know of a source of DB9 to RJ45 Adapters that I 
can get into to add a small PC board between the two connectors ? 
All the ones I have found are molded and getting inside is 


impossible. 
Now before you yell at me, my computer does have a tube in it, 
a very big one !! (ayuck, ayuck) 


Thanks, Dick, W1KSZ 


From: "Gary Harmon" <gharmon@idworld.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Electric Radio Needed 


Date: Sun, 11 Aug 2002 14:24:47 -0500 
Message-ID: <0Q00301c2416c$c1d8f£5d0$61d8fea9@gary87ru6uyd4s> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Looking for issues 1-5, 8-15, 17-32, 44-47, and 49-50. 
Buy for cash or trade for Heathkit manuals/catalogs. 


Thanks and 73, gary 


Gary H. Harmon, Jr. / K5IWK 
6302 Robin Forest 

San Antonio, TX 78239-3218 
(210) 657-1549 <home> 

(210) 884-6926 <cellular> 
gharmon@idworld.net 


From: "Richard Dillman" <ddillman@igc.org> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Sun, 11 Aug 2002 14:29:03 -0700 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: KPH OTA 17 August 

Message-ID: <3D5674AF .23330.7F336D@localhost> 


KPH will be on the air on 17 August for communications with the 
SS Lane Vicrory/KECW during the ship's weekend cruise. 


I've been asked to join the crew of the SS Lane Victory, a restored 
and operational WWII Victory ship, as radio operator during their 
weekend cruise on the weekend of 17/18 August. For information 

on the SS Lane Victory see their Web site at: 


<http://www.lanevictoryship.com/> 


The Lane is equipped with the original Radiomarine 4U radio 
console for operation on both HF and MF. As it happens, we (the 
Maritime Radio Historical Society) restored a 4U console to 
operational status for the San Francisco Maritime museum so I am 
actually experienced in the operation of this equipment. For more 
information about the 4U console we restored see our Web site at: 


<http: //www. radiomarine.org> 


My plan is to establish contact with my colleagues at KPH on HF 
and MF during the cruise and also at dock side. 


Information about next weekend's operation is as follows: 


o Date - Saturday, 17 August for KPH/KECW operations. The 

crew at KPH will be unavailable for operations on Sunday the 18th 
but I may be on the air using the 4U console on amateur 
frequencies on the 18th. 


o Time - I'm unable to advise an exact schedule since radio 
operations will depend on several things including interference with 
the ship's PA system and my duties as a guide for visitors to the 
radio room. However the ship is scheduled to depart San Pedro at 
0800 PDT on Saturday and the KPH crew will be available 

beginning then. The cruise ends at 1600 PDT each day but I hope 

to continue MF operations into the evening from dock side. 


o Frequencies - On MF KPH will transmit on 500kc and 426kc. 
426kc will be the KPH working frequency. KECW will probably 
transmit on 480kc. On HF KPH will transmit on 6477.5kc and 
KECW will transmit on 6271.5kc. For amateur work I will use 
7010kc (crystal controlled) under the call W6AWO/MM. 


o Station Specifications - KPH will use about 4kW on HF and MF. 
The MF antenna is a Marconi T and the HF antenna is a double 
extended Zepp. KECW will use about 200W and the antenna is a 
300ft. wire. 


o What You May Hear - I plan to exchange formal messages with 

KPH including a QTO upon departure, etc. At times when we are 

not exchanging messages KPH will transmit ARA Free Press and 
Pacific Weather on both HF and MF (426kc) so there will be 
something on the air to listen to most of the time. Since we don't 
expect that KPH will be able to hear KECW during the day I may 
listen to KPH on MF and reply on HF for testing purposes. 


o Reception Reports - If you would like a written verification of your 
reception report please send it by mail to: 


Ms. DA Stoops 

P.O. Box 381 

Bolinas CA 94924-0381 
USA 


Electronic reception reports may be sent to 
radiomarine@yahoogroups.com. 


Best Regards, 
Richard 


Richard Dillman, W6AWO 
Member of the Maritime Radio Historical Society 
http://www. radiomarine.org 
Collector of Heavy Metal: 
Harleys, Willys and Radios over 100lbs. 


Message-ID: <04f£801c24184$111e92a0$0400a8cO0@study> 
From: "F. J. Townsend, III" <ftownsen@iamdigex.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: DB9 to RJ45 Adapter 
Date: Sun, 11 Aug 2002 18:10:55 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Try "Innovative Electronics & Computing" 


They are very accommodating and will make whatever you need at a 
reasonable price. 


http: //www.iec.net/custom.html 


eos Original Message ----- 

From: "Richard W. Solomon" <wiksz@tiac.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Sunday, August 11, 2002 2:24 PM 

Subject: DB9 to RJ45 Adapter 


Does anyone know of a source of DB9 to RJ45 Adapters that I 

can get into to add a small PC board between the two connectors ? 
All the ones I have found are molded and getting inside is 
impossible. 

Now before you yell at me, my computer does have a tube in it, 

a very big one !! (ayuck, ayuck) 


Thanks, Dick, W1KSZ 


VVVV VV VV WV 


Message-ID: <3D57C870.482E46B5@ix.netcom. com> 
Date: Mon, 12 Aug 2002 09:38:40 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Wanted: TM 11-817A 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Wanted: Manual TM 11-817A, Aircraft Radio. 
Original or copy. 


Thanks. 


Date: Mon, 12 Aug 2002 18:36:04 -0500 

Message-Id: <v04210101b97d£491a7eb@[10.0.0.2]> 

From: "Paul Nelson" <drhydro@qwest.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-Version: 1.0 

Subject: Bakelite and Perspex-or-Plexiglas polish 
Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Quite a while ago, there were threads on a coupla polishing compounds 
that one of our friends from Great Britain recommended. The bakelite 
stuff was, I think, "polishing paste no 5" from Greygate Chemical 
Products Ltd- and I can't remember the plexiglas stuff, I used it 
up.... but they're both the best I've ever used! 


and I no longer rmeember who I got the stuff from! 


I'd love to get some more of both, so if you're still here, or if 
someone remembers, please respond! 


Paul Nelson W5GNF "When I go, I want to go quietly, in my 
Ames, Iowa sleep, like my grandfather- not 
Senior engineer screaming, like his passengers." 


Sauer-Danfoss Company 
(DrHydro@qwest.net) 
"More hay, Trigger?" 
Cessna 140 N77149 "No thanks, Roy, I'm stuffed." 


From: "Rhett T. George" <rtg@ee.duke.edu> 

Date: Tue, 13 Aug 2002 09:16:46 -0400 (EDT) 

Message-Id: <200208131316.g7DDGkh08013@atlantic.ee.duke.edu> 
To: Old Tube Radios <boatanchors@theporch. com> 

Subject: HOT 


- Greetings - 


QO great keepers of wonderful manuals, I have a question which is 

Half-Off- Topic. I have mostly finished a fix (not a good repair) on 

a Philco 49-1600 radio-phono. The half-wave squalid-state rectifier 
provides almost as much voltage as did the original 50X6 voltage doubler. 
Do not know what failed first, but the output transformer primary is open, 
the 50X6 heater is open, the braid-encased resistor between the diodes 

and the doubling capacitor is open, and the doubling capacitor is shorted. 


If anyone has Photofacts or similar information for that model, I shall 
appreciate very much knowing the values of the braid-encased resistor and 
the doubling capacitor. The capacitor is the one connected to the power 
line on negative side and thru the resistor to the two diodes of the 50X6 
on the positive side. 


Please, if you know about the Shure crystal cartridge, F30S, 35-2671, tell 
me what sort of needle goes on the threaded shaft that extends toward the 
record. There is no needle on this little gadget. 


Many thanks and 73 


Rhett - KE4HIH 


Message-ID: <3D590BE5.A9AD4DA2@erols.com> 

Date: Tue, 13 Aug 2002 09:38:45 -0400 

From: David Jordan <wa3gin@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: Boat Anchor Rotor 

Content-Type: multipart/alternative; 
boundary="------------ B6CA2D976COA1E4F1FC43B5D" 


PISS sini a5 B6CA2D976COALE4F1FC43B5D 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi Folks, 


I've got an old Tailtwister that I'm renovating into a remote control 
rotor and need a short RS232 ribbon cable with a DB25 male on one end 
and female on the other end...these are very old cables (maybe 25yr olds 
at least in their hay day). 


If you have one of these old girls in your junk box and are willing to 
part with it please let me know what you want for it. 


thanks, 
dave 
wa3gin 


a Ses B6CA2D976COALE4F1FC43B5D 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KK KK KK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KK KK KK KK KK KKK KKK KK 


+ + FF FF OF 
+ FF FF OF 


SF So pa B6CA2D976COA1E4F1FC43B5D- - 


From: "Lenox Carruth" <radios@sbcglobal.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Bakelite and Perspex-or-Plexiglas polish 
Date: Tue, 13 Aug 2002 10:53:45 -0500 
Message-ID: <NBBBIACLGPACIACDHBBNKEGECJAA. radios@sbcglobal.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Hi Paul and the group, 


Novus plastic polish works for me. There are three types depending on how 
much abrasive you need. I even use it on Bakelite. You can find it at AES, 
some hardware stores, most plastic supply houses, and many fixed base 
operators at airports since it is used to polish aircraft windshields. 


Lenox 


ees Original Message----- 

From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of Paul Nelson 
Sent: Monday, August 12, 2002 6:36 PM 


To: Old Tube Radios 
Subject: Bakelite and Perspex-or-Plexiglas polish 


Quite a while ago, there were threads on a coupla polishing compounds 
that one of our friends from Great Britain recommended. The bakelite 
stuff was, I think, "polishing paste no 5" from Greygate Chemical 
Products Ltd- and I can't remember the plexiglas stuff, I used it 
up.... but they're both the best I've ever used! 


and I no longer rmeember who I got the stuff from! 


I'd love to get some more of both, so if you're still here, or if 
someone remembers, please respond! 


Paul Nelson W5GNF "When I go, I want to go quietly, in my 
Ames, Iowa sleep, like my grandfather- not 
Senior engineer screaming, like his passengers." 


Sauer-Danfoss Company 
(DrHydro@qwest.net) 
"More hay, Trigger?" 
Cessna 140 N77149 "No thanks, Roy, I'm stuffed." 


Message-ID: <001a01c242e5$37bd6be0$6a649bd0@dmartin> 
From: "Dan Martin" <dmartin@visuallink. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Bakelite and Perspex-or-Plexiglas polish 
Date: Tue, 13 Aug 2002 12:19:34 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Another widely available alternative is Blue Magic Metal Polish. It's a 
light blue color with a heavy creme consistency. Easily found at Wal-Mart 
and elsewhere. With either hand polishing or >careful< use of a buffing 
wheel, the results on such items as Bakelite knobs can be astounding. My 
5134 knobs, polished and re-striped, absolutely glisten! 


Dan 

WB4GRA 

SSeS Original Message ----- 

From: "Lenox Carruth" <radios@sbcglobal.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Tuesday, August 13, 2002 11:53 AM 

Subject: RE: Bakelite and Perspex-or-Plexiglas polish 


> Hi Paul and the group, 


> 
> Novus plastic polish works for me. There are three types depending on how 
> much abrasive you need. I even use it on Bakelite. 


Date: Tue, 13 Aug 2002 10:34:56 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Bakelite and Perspex-or-Plexiglas polish 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QHOSQOOK4NM55PV@mta7.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Dan; 
S Cie ives With either hand polishing or >careful< use of a buffing 
> wheel, ......... 


Durn tootin' CAREFUL! Not all "bakelite" knobs are phenolic resin 
thermosetting compound which is what true bakelite is. Some are 
thermoplastic, usually polyester, and they MELT instantly from the heat of 
the buffing wheel. You can have a badly scarred knob in less than a 
second. If in doubt DON'T use a buffing wheel. A quick test with a 
soldering iron on the backside of the knob will reveal the truth. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <CF25B0E0818784408B985D37AA8C7F26482A93@ntsj03.VISHAY.COM> 
From: "Herendeen Robert (VICI)" <Robert.Herendeen@vishay.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need SX28 part 
Date: Tue, 13 Aug 2002 15:37:00 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


I am looking for the cover plate that screws on top of the RF shield 
compartment, for an early model SX28. This is a flat, steel rectangle 
measuring about 4x8 inches with three perforated hole screen sections. 

If anyone has one that they would be willing to part with, please send me an 
e-mail. 


Thanks, 


Bob/W6JZR 


Message-ID: <3D59C502.DBEDB895@toad.net> 

Date: Tue, 13 Aug 2002 22:48:34 -0400 

From: RAY <w2kbr@toad.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Tubes available 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Group: 
Tony Young, WA3YLO, working with the Bowie, MD., Historical Radio 
Society, has catalogued over 10,000 tubes available for sale. 


He has them logged into a computer using spreadsheets. 
If you have a need for a particular tube,or tubes, might send Tony an 
email at : tonyy@juno.com 


I DO NOT HAVE THE SPREADSHEETS HERE, AND HAVE NO IDEA WHAT'S AVAILABLE. 
SEND YOUR REQUESTS DIRECTLY TO HIM. If I get them, they go into the bit 
bucket 

KA KKK KKK KKK KIKI K KAKI KRK KI 

Ray A. Allen, Sr., W2KBR 

8303 Grainfield Rd., 

Severn, Maryland, 21144-2331 

KAKA K KKK KK KAI KKK KAKA KKK KI 


Message-Id: <5.1.0.14.2.20020814175503 .00b8feb0@pop.terracom.net> 
Date: Wed, 14 Aug 2002 17:58:51 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 

Subject: FS: HRO inner dial 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I stumbled across the inner dial ring for an HRO dial, part no. 
B-189-B. It is dirty but appears to be in good shape from the gear teeth 
to all the numbers. Six dollars postpaid anywhere in the continental US. 


73 Terry 0' WB9GVB 


Message-ID: <000901c243£8$35247£90$0cdc£718@S0026042656> 
From: "Gary Franklin" <franklin6209@chartermi.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: SBE 


Date: Wed, 14 Aug 2002 21:08:03 -0400 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: 7bit 


Is there someone out there who services SBE model 33's and 34's manufactured 
by Sideband Engineers? 


Gary K8BKB 


From: scb@hiwaay.net 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Wed, 14 Aug 2002 23:16:44 -0500 
MIME-Version: 1.0 

Subject: SP-200 info, parts wtd 

Message-ID: <3D5AE4DC.4218.31A4BF8@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


Greetings; 

I've recently acquired a SigCorps BC-1004C/SP-200 and need the indexed- 

skirt bandswitch knob for such. If someone has a trio of JAN VT-66s (metal 
6F6) surplus to their needs, I could use these also to help complete this 
chassis. The other missing bits are the dust cover and associated screws and 
the term strip covers (it's originally a rack set). Otherwise, the chassis itself 
is 

in excellent orig cdx, the cap wires are unfrayed and no rust/corrosion 
apparent, FI. 

I would be interested in performance potential, other's experience, and "lore" 
associated with this series. 


BTW, This set proposes a delemma. It is otherwise in original unrepaired cdx, 
all parts, wiring, and solder joints appear as D/O/Mfgr. Should I return to op 
cdx, or keep it as is as an example of Hammarlund's 1940s production 

standard? I do have more than enough operational recievers and other 

‘someday’ projects on hand. Perhaps a restoration project best left to an 
appreciative future owner much better skilled than myself. 


Thanx in advance for any assistance; Steve Bringhurst 


Message-ID: <3D5B8465.9010807@myeastern. com> 
Date: Thu, 15 Aug 2002 06:37:25 -0400 

From: Josh Rovero <provero@myeastern.com> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: SP-200 info, parts wtd 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 

Steve, 

Check out: 


http://www. roveroresearch.com 


There's a set of pages dedicated to the SP200 variants 
under boatanchor radios. 


scb@hiwaay.net wrote: 


I would be interested in performance potential, other's experience, and "lore" 
associated with this series. 


VV VV 


Mime-Version: 1.0 

Message-Id: <p04320405b9816b091046@[12.64.48.104]> 

Date: Thu, 15 Aug 2002 10:34:30 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Joe LeKostaj <jm_lekostaj@attglobal.net> 

Subject: Re: SP-200 info, parts wtd 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


At 11:16 PM -0500 8/14/02, scb@hiwaay.net wrote: 

> 

>BTW, This set proposes a delemma. It is otherwise in original unrepaired cdx, 
>all parts, wiring, and solder joints appear as D/O/Mfgr. Should I return to op 
>cdx, or keep it as is as an example of Hammarlund's 1940s production 
>standard? 


Steve, 


As you might imagine, opinions about this vary. MY opinion, for what 
it's worth, is that a BA rx or tx which looks as of D/O/mfr but is 
non-functional is truly _just_ a boatanchor in the literal sense. For 
the equipment to convey any sense of the state of technology of its 
era, it should be brought back to operating condition. This can be 
done carefully without greatly disturbing the original appearance of 
the unit. I get no enjoyment from looking at a receiver sitting on 
the shelf, knowing that it's dead to the world. The enjoyment comes 


from using the gear as someone else did decades ago. In my opinion, 
there are relatively few items which are of sufficient historic value 
that they ought to be left as-is. 


As the owner of that SP-200, the choice is entirely up to you! 


73% 
Joe KILY 


End of BOATANCHORS Digest 3381 
KKKKKKKK KKK KKK KKK KAKI KIRK 


